In order to not only solve the technical problems of quantifying the degree and range of the effect that is caused by the water quality of upstream on that of downstream portions of a river, and of dividing the responsibility of transboundary water pollution, but also to tackle the difficulty in adapting to dynamic changes of the traditional water quality model in terms of practical application, pollutant discharge and water consumption were taken as the main influence factors to build the transboundary water quality transfer effect model. Supported by a comprehensive integration platform, the transboundary water quality transfer effect simulation system of the Yellow River mainstream was constructed. The simulation results show that the concentration decreases exponentially along the range. Gansu, Ningxia, and Inner Mongolia had a more significant effect of exceeding standard water consumption on pollution, while Ningxia, Inner Mongolia, Shaanxi, and Shanxi had a more distinct contribution to the over standard pollution discharge effect. The proposed model and simulation system can provide new methods and instruction for quantifying the degree and range of transboundary water pollution, as well as dividing the responsibility for water environment compensation.
Introduction
The occurrence of transboundary water pollution events has not only resulted in adverse effects on surroundings, but also threatened the water ecology and human health in the whole basin. Moreover, it has resulted in disputes across the administrative regions [1] . A direct method to solve the disputes of transboundary water pollution is water environment compensation, but the demarcation of water pollution responsibility is a barrier to achieving this. The pollution transmission in a river basin is integral, and successive pollutant accumulation in upper reaches has a continuous impact on the overall area in the lower reaches. Therefore, clearly dividing the responsibility for transboundary water pollution has become a tough problem.
Current studies on transboundary water pollution mainly focus on the mechanism and regulations between relevant areas and departments in terms of coordination, as well as cooperation [2] [3] [4] . Meanwhile, they pay a great deal of attention to the strategies costs, along with the risk-related mitigation and adaptation measures [5] . Furthermore, cross boundary water quality monitoring is used to analyze or predict pollution changes [6] [7] [8] . Based on the water quantity and pollutant discharge change to construct the water environment input response model [9] , a great mass of quantificational
Computing Units Division
The node division method was used to divide the calculation units. The reaches between provincial boundaries of the Yellow River mainstream were selected as the calculation units. When the interval was too long, such as the Toudaoguai-Tongguan reach, the calculation nodes were appropriately added. In addition, the sensitive points of important reservoirs and towns, such as Sanmenxia reservoir and Huayuankou, were also considered as nodes in the basin. In this study, Dahejia section, the boundary of Qinghai and Gansu provinces, was taken as the starting section, while Lijin section in Shandong was regarded as the termination section. Yellow River mainstream was divided into 12 computing units by 13 nodes in total ( Figure 1 ). The river computing units and the lengths are listed in Table 1 . 
Transboundary Water Quality Transfer Effect Model

Model Description
The pollution in the upper reaches of the basin will affect the water quality of one or more areas in the downstream area, and the effect is continuous and transitive. Using the recursive calculation method to study the degree and scope of this effect from upstream to downstream is called the study of the water quality transfer effect. The purpose of this study is to explore the 
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Model Description
The pollution in the upper reaches of the basin will affect the water quality of one or more areas in the downstream area, and the effect is continuous and transitive. Using the recursive calculation method to study the degree and scope of this effect from upstream to downstream is called the study of the water quality transfer effect. The purpose of this study is to explore the responsibility division method of the transboundary water pollution, and provide a quantitative basis for the related profit and loss accounting on water environment compensation.
To understand the transboundary water quality transfer effect intuitively, we can assume that there is a transboundary river that flows through n regions which is divided by n + 1 sections (Figure 2) , and two factors, water consumption and sewage discharge, affect the river water quality in each region. The flow of the initial section is Q 0 and the background concentration of it is C 0 . The flow of the Section 1 is Q 1 and the concentration is C 1 , the pollutant discharge flow of the region 1 is q p1 , and the water intake flow is q c1 , and the following indexes are named in the same way. C 1 is the superposition result of the attenuation and migration of C 0 , as well as the water consumption and the pollutant discharge effect of region 1. Furthermore, this effect in the region 1 is regarded as ∆C 1 , and the result of the attenuation and migration of C 0 in the region 1 is considered as C 0 . Therefore, C 1 could be expressed by the following equation: 
Model Construction
Concentration Transfer Effect
After entering the surface flow, the pollutant mixes with water and is then transported with the flow, on one hand. The concentration diffusion and dispersion will occur under the molecular motion, flow turbulence, and shear flow. On the other hand, the transformation and degradation will happen under chemical or biochemical conditions. The result of the comprehensive effects makes the concentration of pollutants in the surface water change along the path. Based on the existing water quality model, the transboundary water quality transfer effect was analyzed in this paper. The water quality calculation adopted the basic equation of the uniform flow water quality model, and assumed that the pollutant variation satisfied the first order attenuation reaction.
The general pollutants satisfied the first order kinetics degradation law, and the pollutant input response model can be simplified as follows, in which the dispersion effect is not considered:
where x C is the pollutant concentration in the downstream area of the sewage outlet, mg·L −1 ; 0 C is the concentration of pollutants at x = 0, mg·L −1 ; x is the transport distance of pollutants, m; u is the average flow velocity of the river, m·s −1 ; and k is the comprehensive attenuation coefficient, day −1 . When calculating the concentration transfer effect, the 0 C in the beginning calculating unit could use the monthly measured concentration or mean annual concentration of pollutant in the section. The pollutant concentration C of the last computing unit will be used as the background And we can deduce the rest from this:
. . .
To facilitate the study of the water quality transfer effect, two scenarios are proposed. Scenario 1: The concentration transfer effect. It is assumed that whether the water quality of the section reaches the standard level or not will affect the downstream water quality. In this scenario, the water quality concentration, including the monthly measured value or annual mean value, is taken as the model variable to calculate the degree and scope of the concentration transfer effect on the downstream portion. The scenario does not take the situation of whether the pollutant concentration in the section is up to standard or not into account.
Scenario 2: The over standard concentration transfer effect. In practical application, in order to divide the pollution responsibility, define the loss of water pollution, and determine the compensation standard, the variation of the concentration caused by exceeding standard pollutant charge and Water 2018, 10, 0974 6 of 25 exceeding index water consumption can also be used as the variable in the model. The calculation can reflect the impact of the compensation ratio in the upstream area on the downstream portion in terms of excessive sewage discharge and excessive water intake. The water consumption standard adopts the water distribution index of the Yellow River basin. The standard of pollutant discharge is judged according to the corresponding concentration of the water quality target level of the section, which refers to the national standard of Environmental Quality Standards for Surface Water (GB3838-2002), and the excess part is the over standard concentration. It is assumed that the water quality assessment of a certain section reached the standard, and the responsibility of the pollution discharge in this area should not be investigated; the water consumption in a certain area is up-to standard and the effect of water consumption on the downstream water quality should not be investigated. The model can calculate the transfer effect of two factors over standard discharge and over standard water consumption, both of which need to be converted into the concentration unit for calculating this effect. The scenario is mainly used in the situation where the section has the water quality assessment task and is only accountable for superscalar situations.
Model Construction
Concentration Transfer Effect
where C x is the pollutant concentration in the downstream area of the sewage outlet, mg·L −1 ; C 0 is the concentration of pollutants at x = 0, mg·L −1 ; x is the transport distance of pollutants, m; u is the average flow velocity of the river, m·s −1 ; and k is the comprehensive attenuation coefficient, day −1 . When calculating the concentration transfer effect, the C 0 in the beginning calculating unit could use the monthly measured concentration or mean annual concentration of pollutant in the section. The pollutant concentration C x of the last computing unit will be used as the background water quality concentration C 0 for the next computing unit. The model is used to calculate the transfer effect, and the result can form the columns in the lower triangular matrix A.
The items of the columns represent the degree and extent of the influence of one certain region on the downstream section(s). The items of a certain row indicate the effect on one section of each region from the upstream and the local areas. In each row, the contribution rate of a region to one section can be expressed as:
Over Standard Concentration Transfer Effect
In practical application, in order to divide pollution responsibility and define the loss of water pollution, the concentration change value caused by the exceeding index discharge or exceeding index water consumption can be used as a variable in the model, which is the over standard water quality transfer effect. Assuming that the pollutants in a boundary reached the standard level, the local area does not have responsibility for pollution discharge. In the model calculation, the initial concentration C 0 of pollution discharge in this area is set as 0 mg·L −1 . If the water consumption of an area is up to standard, the responsibility of water consumption on downstream water quality should not be investigated. The initial concentration of water quality affected by water consumption in this area is 0 mg·L −1 . Only the concentration caused by excessive water consumption or excessive sewage discharge is taken as a variable.
Taking the one-dimensional water quality model as an example, the river water quality one-dimensional model is shown in the following expression:
where C is the concentration of pollutant, mg·L −1 ; t is the time, s; and E is the longitudinal dispersion coefficient, m 2 ·s −1 . The other symbols have the same meaning as above. For inland rivers, which are not affected by the tide, the channel discrete action has little impact on convection. If the diffusion term is ignored, the analytic solution of Equation (7) under the condition of constant flow is:
By incorporating C 0 = 1 1000 M 0 Q into Equation (8) , it can be obtained that
where M 0 is the pollutant background flux of the section, mg·s −1 ; and Q is the flow of the same section, m 3 ·s −1 . In practical application, the frequency of water quality monitoring in the Yellow River mainstream provincial boundaries is monthly. At present, the frequency of water quality monitoring of the Yellow River main stream sections is 12 times per year. The monthly pollutant flux M is the result of the monthly measured concentration value C multiplied by the monthly average flow Q in the same section. Summarizing the monthly pollutant flux can reveal the flux value of the annual time period, and the annual flux is incorporated into Equation (9) after the unit conversion.
The difference value ∆C 0 between C 0 and the water quality target C s can also be used as a variable, which is used to estimate the water quality effect of the superscalar ∆C s on the downstream areas, and is shown in Equation (10):
At present, the frequency of water quality monitoring of the Yellow River main stream sections is 12 times per year. According to the document "the technical rules for evaluating the water quality in the important water function areas of the Yellow River Basin" issued by the Yellow River Conservancy Commission in 2014, the standard water function area is that with over or equal to an 80% standard rate. However, it may be that the water quality assessment result of one certain water function area is substandard, but the mean annual concentration could reach the standard level, so the responsibility for the substandard of less than 80% months could not be investigated. In accordance with the requirements of the most stringent water resources management system, the average water quality flux M in the months with an over standard concentration (more than or equal to three months) should be divided by the flow Q, and the average concentration C can be obtained. Consider C as the annual concentration of accountability of water pollution. The average concentration of the months exceeding the standard can be inferred by Equation (11):
Two kinds of factors can cause the change of the water pollutants concentration: one is the pollutant discharged into the water body, and the other is the change of water quantity in the water body, i.e., water consumption, water surface evaporation, river leakage, and so on. The Equations (9)- (11) are the pollutant input response model, which satisfies the superposition principle. Different parts of the pollution load can be superimposed. Compared to pollutant discharge and water consumption, the concentration change of water pollutants caused by evaporation and leakage is tiny. While, pollutant discharge and water consumption are caused by human factors. In order to evaluate and claim responsibility of water pollution in the boundaries, this study mainly considered the influence of the two factors of water consumption and sewage discharge on water quality.
According to the linear superposition principle, in the same hydrodynamic field, the equilibrium concentration field, which formed under the joint influence of several pollution sources, can be seen as the linear superposition of the various pollutant concentration fields. Therefore, different parts of the pollution load can be calculated separately, and then superimposed. Additionally, the changes of concentration caused by water consumption and discharge can be calculated separately. The effect of the concentration change on the downstream section is caused by the joint influence of the two factors.
where ∆W 0 is the concentration change caused by over standard discharge of the upper stream, mg·L −1 ; and ∆w 0 is the difference between the concentration change caused by over standard water consumption of the upper stream and the water quality target, mg·L −1 .
As the emission of pollutants is difficult to count, the effect of pollutant discharge is hard to measure. Theoretically, the concentration exceeding standard in the boundary detaches the influence of exceeding the standard discharge and water consumption in the upper reach areas, and then detaches the effect caused by the local area's over standard water consumption, and the impact of the exceeding standard pollution discharge in the local area is calculated.
Among them, the concentration change caused by over standard water consumption can be calculated by Equation (13):
where q is excess standard water intake flow, m 3 ·s −1 . The rest of the symbolic meaning is the same as above.
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Matrix A can be expressed by the sum of concentration changes caused by the two factors of sewage discharge and water consumption.
The elements on each row of the matrix A should be summed and each element of the row should be divided by the sum to obtain the proportion of the concentration transfer effect of the water consumption or the pollutant discharge in the area.
In addition, look at the geographical distribution of various provinces and regions in the Yellow River basin. Qinghai, Gansu, Ningxia, and Inner Mongolia are located in the upper and lower reaches of the mainstream, taking the cross section of the river as the provincial boundary. Shanxi and Shaanxi (Hequ-Tongguan segment), and Shanxi and Henan (Tongguan-Xiaolangdi segment) are bounded by the left and right bank of the Yellow River. In this case, when the pollutant transfers through the upstream provinces and regions to the left and right banks of the downstream portion, the transferred pollutants can be distributed to two areas according to a certain proportion (such as the proportion of pollutant discharge).
Model Parameters
1.
Average flow velocity u of river
The measured flow and flow velocity data of 2008 for the Yellow River mainstream representative hydrological monitoring section was gathered, and the flow-velocity relation curve was established, so the flow velocity could be determined by the corresponding design flow. The flow-velocity relation equation is u = aQ b , where u is the average velocity of the section, m·s −1 ; Q is the flow value, m 3 ·s −1 ; and a and b are the undetermined coefficients.
Through the empirical equation of flow-velocity, we could obtain the main hydrologic section flow velocity of the Yellow River main stream under 90%, 75%, and 50% design flow. According to the flow, the design flow velocities of 12 watercourse computing units were determined, as presented in Table 2 .
2.
Parameters calibration of comprehensive degradation coefficient k
The comprehensive degradation coefficient of pollutants, which can directly reflect the speed of pollutant attenuation [21] , is one of the most important parameters in water quality calculation. The comprehensive degradation coefficient is not the same in different pollutants, water bodies, and surroundings. In this paper, the comprehensive degradation coefficient k of the Yellow River mainstream was calculated by the two-point method [22] of measured data as follows:
where C 1 and C 2 are the pollutant mass concentrations in the upper and lower sections respectively, mg·L −1 ; and ∆x is the distance between the upper and lower sections, m. Taking the integrity of data collected from hydrology, water quality, and pollutant discharge into account, this paper selected the year of 2011 as the calculation period. Combining the results of calibration as well as the recommendations and the experience of the Yellow River Basin Water Resources Protection Bureau, the final values of the comprehensive degradation coefficients of pollutants are listed in Table 3 . 
Transboundary Water Quality Transfer Effect Simulation System
The water environment compensation should take the social and economic factors into consideration. Additionally, the result of the transboundary water quality transfer effect model is only a reference for the quantification of water pollution and the definition of the pollution responsibility in the transboundary water environment compensation. It is not necessarily the final compensation result. In fact, when determining the amount of water environment compensation, it is usually essential for the relevant personnels and departments, such as the local, regional, national, and other authorities [23] , to deliberate and modify the result according to actual demands. The calculation results are not the same in different conditions. For example, different water quality models, different design frequencies, different pollutant types, and different criteria will lead to entirely different calculation results. The large amount of data and complex calculation process in the practical application of the traditional water quality models and methods make their universality and operability absent, and it is difficult to adapt to dynamic changes and hard to popularize. Therefore, it is necessary to build a simulation system based on information technology, in order to simulate the transboundary water quality transfer effect in dynamic conditions.
System Construction
The knowledge visualization comprehensive integration platform [24] , which is designed and constructed based on the water conservancy information processing platform technical specification (SL 538-2011) of the water conservancy industry standard, can provide an effective technical support and work platform for the application of the water quality model. This platform differs from the traditional ones due to the fact that it has no specific business function [25] . The framework of the platform is designed based on service oriented architecture (SOA), and all business applications are implemented by SOA and Web Service technology through knowledge maps and components. The use of the SOA system [26] can effectively improve the reuse rate and flexibility of the components. All that the users need to do is formulate relevant business components to organize business applications. Web Service is a collection [27] that implements SOA technology. It enables different systems to invoke each other and realizes the goal of seamless integration [28] based on the web.
The transboundary water quality transfer effect simulation system was supported by the integrated platform using a database as the basic information support and benefitted from a friendly human-computer interface to effectively realize the simulation function under two scenarios: the concentration transfer effect and over standard concentration transfer effect. The simulation system was rapidly constructed in the form of application themes, a knowledge map, and business components. Through the knowledge map, the relationship between the upstream and downstream areas of the Yellow River mainstream and the business process of the water quality transfer effect were visualized. All icons in the knowledge map were nodes, each node was connected by a directional connection line, and the direction of the link represented the data flow between nodes. The corresponding service components were added to each node for business application.
The transboundary water quality transfer effect simulation system was divided into two scenarios: concentration transfer and over standard concentration transfer. The system calculation process is demonstrated in Figure 3 .
The main functions of the transboundary water quality transfer effect simulation system are as follows:
Concentration transfer effect simulation. The system can be used to calculate the pollutant concentration of the boundaries and the contribution rate of each area. The time scale, design frequency, type of pollutant, and calculation model can be modified by users as the demands change.
2.
Over standard concentration transfer effect simulation. The system can adapt to the actual demand change and realize the concentration calculations of the up-to-standard water consumption and substandard water consumption, the pollutant concentration change caused by the excessive water diversion, and the pollution transfer effect of superscalar. The mode to calculate the concentration over standard is also selective, as are the time, pollutant type, design frequency, and model.
2. Over standard concentration transfer effect simulation. The system can adapt to the actual demand change and realize the concentration calculations of the up-to-standard water consumption and substandard water consumption, the pollutant concentration change caused by the excessive water diversion, and the pollution transfer effect of superscalar. The mode to calculate the concentration over standard is also selective, as are the time, pollutant type, design frequency, and model. 
System Application
The main interface of the transboundary water quality transfer effect simulation system is presented in Figure 4 . Through clicking the clock icon, it will pop up a window to select the time, pollutant type, calculation model, and design frequency. The blue rectangle buttons are the statistic nodes of the boundaries' pollutant concentration under two scenarios. The red dots in the Yellow 
The main interface of the transboundary water quality transfer effect simulation system is presented in Figure 4 . Through clicking the clock icon, it will pop up a window to select the time, pollutant type, calculation model, and design frequency. The blue rectangle buttons are the statistic nodes of the boundaries' pollutant concentration under two scenarios. The red dots in the Yellow River generalization map represent the watercourse sections. Next to each dot, a blue tack icon is designed to adjust the parameters. River generalization map represent the watercourse sections. Next to each dot, a blue tack icon is designed to adjust the parameters. 
Scenario 1: Concentration Transfer Effect Simulation
The transboundary water quality transfer effect simulation system simulates the impact of upstream areas in terms of water consumption and sewage discharge on its downstream water quality. The input pollutant concentration of a certain section is the output of its upper section. Therefore, the function of the water quality transfer effect system is accomplished in series mode between the section concentration calculation components. The output value of pollutant concentration in the upstream area is the input value of that in the downstream area. Furthermore, the output results of the concentration calculation components for sections are the inputs of the statistical component. The data flow directions are all unidirectional. The system offers two kinds of time scale to users: an annual basis scale (e.g., "2011") and monthly basis scale (e.g., "April 2011"). Clicking on the drop-down menu of the pollutant selector, users could choose the pollutant type, such as COD or NH3-N. The design frequency and calculation models are set in the same way. Clicking on the "sections pollutant concentration statistics" node, the result will be calculated and displayed immediately according to the set conditions. As is shown Figure 5 , the table in the top left corner is the statistical result for the variation of pollutant concentration in the watercourse sections of the Yellow River main stream. The line graph in the bottom left corner shows the variation of pollutant concentration along the river. The table in the top right corner is the statistical result for 
The transboundary water quality transfer effect simulation system simulates the impact of upstream areas in terms of water consumption and sewage discharge on its downstream water quality. The input pollutant concentration of a certain section is the output of its upper section. Therefore, the function of the water quality transfer effect system is accomplished in series mode between the section concentration calculation components. The output value of pollutant concentration in the upstream area is the input value of that in the downstream area. Furthermore, the output results of the concentration calculation components for sections are the inputs of the statistical component. The data flow directions are all unidirectional. The system offers two kinds of time scale to users: an annual basis scale (e.g., "2011") and monthly basis scale (e.g., "April 2011"). Clicking on the drop-down menu of the pollutant selector, users could choose the pollutant type, such as COD or NH 3 -N. The design frequency and calculation models are set in the same way. Clicking on the "sections pollutant concentration statistics" node, the result will be calculated and displayed immediately according to the set conditions. As is shown Figure 5 , the table in the top left corner is the statistical result for the variation of pollutant concentration in the watercourse sections of the Yellow River main stream. The line graph in the bottom left corner shows the variation of pollutant concentration along the river. The table in the top right corner is the statistical result for the contribution rate of each province or region towards the study sections, and it could be drawn into a pie chart. the contribution rate of each province or region towards the study sections, and it could be drawn into a pie chart. In the calculation of pollutant concentration change caused by the excessive water consumption, the difference value between pollutant concentration up-to-standard water consumption and substandard water consumption is considered as the pollutant concentration caused by the excessive water consumption, and is then calculated by substituting the value into the water quality transfer effect model. The data flow pattern between the components is similar to that of scenario 1. The system could calculate the pollutant concentrations up-to-standard water consumption and substandard water consumption. Furthermore, the variation of pollutant concentrations caused by excessive water consumption is the difference value between the two, as shown in Figure 6 down in the left corner. In addition, the system could also quantify and compare the pollutant concentrations caused by substandard water consumption of substandard water-consuming areas, and display the results in the form of a table and histogram, as shown on the right side of Figure 6 .
The pollution transfer effect of superscalar
In the calculation of the pollution transfer effect of superscalar, the concentration change of a section caused by over standard water consumption and the total excess standard concentration of the section are taken as the input data, and the concentration caused by excess standard pollutant discharge can then be calculated. There are two ways to calculate the total excess standard concentration. One regards the difference value between the annual average concentration and the 
Scenario 2: Over Standard Concentration Transfer Effect Simulation
1.
The pollutant concentration change caused by the excessive water consumption
In the calculation of pollutant concentration change caused by the excessive water consumption, the difference value between pollutant concentration up-to-standard water consumption and substandard water consumption is considered as the pollutant concentration caused by the excessive water consumption, and is then calculated by substituting the value into the water quality transfer effect model. The data flow pattern between the components is similar to that of scenario 1. The system could calculate the pollutant concentrations up-to-standard water consumption and substandard water consumption. Furthermore, the variation of pollutant concentrations caused by excessive water consumption is the difference value between the two, as shown in Figure 6 down in the left corner. In addition, the system could also quantify and compare the pollutant concentrations caused by substandard water consumption of substandard water-consuming areas, and display the results in the form of a table and histogram, as shown on the right side of Figure 6 .
2.
The pollution transfer effect of superscalar
In the calculation of the pollution transfer effect of superscalar, the concentration change of a section caused by over standard water consumption and the total excess standard concentration of the section are taken as the input data, and the concentration caused by excess standard pollutant discharge can then be calculated. There are two ways to calculate the total excess standard concentration. One regards the difference value between the annual average concentration and the water quality target concentration of the substandard assessment section as the total excess standard concentration. The other takes the difference value between the monthly average concentration in the over standard months and the water quality target concentration as the exceeding standard concentration. By opening the time and pollutants type selection window and clicking the "calculation mode", the users could select the calculation modes of "Standard rate" or "Annual average" to calculate the total excess standard concentration (the left side of Figure 7 ). The time scale of the pollution transfer effect of the superscalar calculation could only be a yearly basis. The results are displayed in the form of a table, and the water consumption and pollutant discharge contribution rate of the related provinces and regions could be displayed in the form of a pie chart. The table and pie chart are shown on the right side of Figure 7 .
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Results and Analysis
Due to the space limitation, this paper only listed the water quality transfer effect simulation results of COD and NH 3 -N under the condition of 90% design frequency in these two scenarios-the concentration transfer effect and over standard concentration transfer effect. The water quality transfer effect of the two other design flows of 75% and 50% could also be calculated by the model and simulation system.
Scenario of the concentration transfer effect
The items of the columns in Tables 4 and 5 represent the degree and extent of the influence in a certain province or region on the downstream section(s). The items in a certain row indicate the effect of the pollutant which is produced by related province(s) or region(s) from the upstream and the local area, on the pollutant concentration in a certain section. It can be seen from the columns that the pollutants in the upstream areas may influence the water quality in the neighboring area of the lower reaches and even affect the water quality in the several following downstream areas. Additionally, it can be seen from the calculation results that each pollution level has a different effect on the degree and scope of pollutant concentration in the downstream area, and the provinces and regions with poor water quality have a greater influence on the pollutant concentration in its downstream area. The higher the concentration of pollutants is, the greater the range of the effect will be.
Comparing the final two columns of the measured pollutants' concentration and the water quality target concentration in Tables 4 and 5 , it is shown that the concentration of COD in three sections of Shizuishan, Toudaoguai, and Tongguan, as well as the concentration of NH 3 -N in two sections of Shizuishan and Tongguan, did not reach the water quality standard. The calculation results were consistent with the water quality evaluation results. Among them, the most serious COD pollution happened in the Shizuishan section of Ningxia, followed by the Toudaoguai section of Inner Mongolia. The most serious NH 3 -N pollution was in the Tongguan section of Shaanxi and Shanxi junction, followed by the Toudaoguai section of Inner Mongolia, which were still in accordance with the results of the water quality evaluation.
According to each column in the calculation result tables, the line charts of pollutant concentration changing along the river could be drawn, as presented in Figures 8 and 9 .
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H e q u W u b u L o n g m e n T o n g g u a n S a n m e n x ia X ia o la n g d i H u a y u a n k o u From the change of pollutants along the river, COD and NH3-N pollution were mainly concentrated in the upper and middle reaches of the river basin. The concentrations of COD and NH3-N decreased exponentially along the river and finally declined to a certain value and then remained stable. The attenuation rates of pollutants along the river could be seen from Figures 8  and 9 . The fastest attenuation rate of COD appeared in the Xiaheyan-Toudaoguai segment, followed by the Sanmenxia-Xiaolangdi segment ( Figure 8) ; for the calculation result of NH3-N (Figure 9 ), the segment of the fastest attenuation rate was in the Shizuishan-Toudaoguai segment, and the attenuation speed in the Sanmenxia-Xiaolangdi segment was even lower.
After obtaining the degree and range of the water quality transfer effect in the main stream of the Yellow River, according to Equation (6), the pollution contribution rate of the sections in each province and region could be calculated. Taking the most serious COD polluted section, i.e., Shizuishan and the most serious NH3-N polluted section, i.e., Tongguan as examples, the contribution rates of the pollutant concentration for the upper reaches of the two sections could be displayed in the form of pie charts, as displayed in Figure 10 . From the change of pollutants along the river, COD and NH 3 -N pollution were mainly concentrated in the upper and middle reaches of the river basin. The concentrations of COD and NH 3 -N decreased exponentially along the river and finally declined to a certain value and then remained stable. The attenuation rates of pollutants along the river could be seen from Figures 8 and 9 . The fastest attenuation rate of COD appeared in the Xiaheyan-Toudaoguai segment, followed by the Sanmenxia-Xiaolangdi segment ( Figure 8) ; for the calculation result of NH 3 -N (Figure 9 ), the segment of the fastest attenuation rate was in the Shizuishan-Toudaoguai segment, and the attenuation speed in the Sanmenxia-Xiaolangdi segment was even lower.
After obtaining the degree and range of the water quality transfer effect in the main stream of the Yellow River, according to Equation (6), the pollution contribution rate of the sections in each province and region could be calculated. Taking the most serious COD polluted section, i.e., Shizuishan and the most serious NH 3 -N polluted section, i.e., Tongguan as examples, the contribution rates of the pollutant concentration for the upper reaches of the two sections could be displayed in the form of pie charts, as displayed in Figure 10 . D a h e ji a X ia h e y a n S h iz u is h a n T o u d a o g u a i
After obtaining the degree and range of the water quality transfer effect in the main stream of the Yellow River, according to Equation (6) , the pollution contribution rate of the sections in each province and region could be calculated. Taking the most serious COD polluted section, i.e., Shizuishan and the most serious NH3-N polluted section, i.e., Tongguan as examples, the contribution rates of the pollutant concentration for the upper reaches of the two sections could be displayed in the form of pie charts, as displayed in Figure 10 . It could be seen from Figure 10a , for the Shizuishan section, that it was the Ningxia province which accounted for the highest contribution of pollution concentration, accounting for 77%, followed by Gansu (18%), and Qinghai (5%). The most serious NH 3 -N pollution was in the Tongguan section (Figure 10b ), the highest contribution rate was occupied by Shaanxi province, which should take responsibility for about 50%, followed by Shanxi, accounting for 38%. It was Inner Mongolia that should occupy the responsibility proportion of 7%, while for Ningxia it was 5% and for Gansu it was 1%. The pollution contribution rates could provide a basis for the water pollution compensation proportions in the related areas.
2.
Scenario of the over standard concentration transfer effect
It could be seen from the calculation result of the water consumption effect of various provinces and regions in Tables 6 and 7 that the effect on water quality caused by exceeding standard water consumption in Gansu, Ningxia, and Inner Mongolia was more significant, while in other provinces and regions, there was rarely any effect of exceeding standard water consumption on water quality, or even no exceeding standard water consumption. The calculation results of the effect caused by excessive pollutant discharge showed that Ningxia, Inner Mongolia, Shaanxi, and Shanxi contributed much more to the effect of water quality, while other provinces and regions had little or no effect caused by exceeding standard pollution discharge.
It was observed from the second columns of Tables 6 and 7 that the substandard sections of COD and NH 3 -N were mainly concentrated in the upstream and middle reaches under the condition of scenario 2. The reason for this was excessive pollution emission in Ningxia, Inner Mongolia, Shaanxi, and Shanxi. In scenario 1, it was Shizuishan, Toudaoguai, and Tongguan that failed to reach the standard of the COD concentration. However, in scenario 2, the sections whose COD concentration was substandard were four others besides these two. In scenario 1, Shizuishan and Tongguan were the only two sections that did not reach the standard of NH 3 -N concentration. In addition, there were five more sections that did not reach the standard under the condition of scenario 2. The reason for this was that when the annual average concentration reached the standard, it might have failed to meet the annual target rate of 80% required by water quality assessment.
It could be well perceived from the calculation results that the most serious pollution of COD and NH 3 -N still existed in the Shizuishan section and Tongguan section, respectively. The contribution rates of the pollutant concentration in the upstream provinces could be calculated according to Equations (15) and (16) , and the pie charts of the contribution rates are shown as Figure 11 . It could be seen from Figure 10a , for the Shizuishan section, that it was the Ningxia province which accounted for the highest contribution of pollution concentration, accounting for 77%, followed by Gansu (18%), and Qinghai (5%). The most serious NH3-N pollution was in the Tongguan section (Figure 10b ), the highest contribution rate was occupied by Shaanxi province, which should take responsibility for about 50%, followed by Shanxi, accounting for 38%. It was Inner Mongolia that should occupy the responsibility proportion of 7%, while for Ningxia it was 5% and for Gansu it was 1%. The pollution contribution rates could provide a basis for the water pollution compensation proportions in the related areas.
Scenario of the over standard concentration transfer effect
It was observed from the second columns of Tables 6 and 7 that the substandard sections of COD and NH3-N were mainly concentrated in the upstream and middle reaches under the condition of scenario 2. The reason for this was excessive pollution emission in Ningxia, Inner Mongolia, Shaanxi, and Shanxi. In scenario 1, it was Shizuishan, Toudaoguai, and Tongguan that failed to reach the standard of the COD concentration. However, in scenario 2, the sections whose COD concentration was substandard were four others besides these two. In scenario 1, Shizuishan and Tongguan were the only two sections that did not reach the standard of NH3-N concentration. In addition, there were five more sections that did not reach the standard under the condition of scenario 2. The reason for this was that when the annual average concentration reached the standard, it might have failed to meet the annual target rate of 80% required by water quality assessment.
It could be well perceived from the calculation results that the most serious pollution of COD and NH3-N still existed in the Shizuishan section and Tongguan section, respectively. The contribution rates of the pollutant concentration in the upstream provinces could be calculated according to Equations (15) and (16) , and the pie charts of the contribution rates are shown as Figure 11 . In the calculation results of scenario 2, the most serious polluted sections of COD and NH 3 -N were still the two sections of Shizuishan and Tongguan, respectively. Unlike in scenario 1, the responsibilities in scenario 2 could be specifically divided into two factors: the water consumption and pollutant discharge in each province and region. For the Shizuishan section, the largest pollution contribution rate was occupied by Ningxia, accounting for 97.7%; while Gansu and Ningxia should take responsibility proportions of water consumption for 1.56% and 0.7%, respectively. Thus, the total contribution rate of Ningxia was 98.4%. Besides, it was the Tongguan section that had the most content of NH 3 -N pollution, and Shaanxi, Shanxi, Inner Mongolia, and Ningxia should account for responsibility proportions of sewage discharge for 49.6%, 37.9%, 8.9%, and 2.9%, respectively, as well as the responsibility proportion for 0.6% in the water consumption of Inner Mongolia. Therefore, the total responsibility proportion of Inner Mongolia was 9.5%. The contribution rate of each province and region to each section calculated under the condition of scenario 2 could not only divide the compensation proportion into per area, but also obtain the responsibility proportion under two effect factors: pollutant discharge and water consumption. Compared with previous studies which mostly focused on defining the contribution rates of different pollution sources [29, 30] , the transboundary water quality transfer effect model and simulation system can be easily adapted and developed for other regions, so that management authorities can easily use the tool in order to face the problem of transboundary pollution.
Conclusions
Based on the traditional water quality model, the transboundary water quality transfer effect model was established. Besides, on the basis of an integrated platform, the knowledge map and components were applied to build the transboundary water quality transfer effect simulation system. The quality of Yellow River mainstream was simulated under two scenarios: the concentration transfer effect and over standard concentration transfer effect. The main conclusions of this paper lie in the following two aspects:
1.
Through the transboundary water quality transfer effect model, the contribution value and rate for pollutant discharges and water consumptions in a certain area can be calculated; besides, the quantitative relationship between the main pollution sources and boundaries can be determined. The results show that the overall concentration decreases exponentially along the watercourse. Areas with different degrees of pollution affect the range and extent of water quality concentration in the downstream area to varying degrees. It should be pointed out that the effect of exceeding standard water consumption on pollution in Gansu, Ningxia, and Inner Mongolia was more significant. Ningxia, Inner Mongolia, Shaanxi, and Shanxi had a more distinct contribution to the effect due to their over standard pollution discharge. The model offers a new idea and method for the division of transboundary water pollution responsibility and provides a quantitative basis for water environment compensation.
2.
The system can be applied in different scenarios as the demand changes. The time, pollutant type, design frequency, and calculation model can be adjusted by the visualized man-machine interface, and the calculation results could be displayed in a variety of forms, such as a table, columnar chart, pie chart, and so on. The system provides a visualization tool for the transboundary water quality transfer effect model. More importantly, it could adapt to dynamic changes so as to offer decision-makers with technical support.
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